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NOTICE

W ith authorized installation. the Model 6217TS is a per-
fectly reliable instrument for your entertainment, and -
listed under re-examination service of Underwriters” Lab-

oratories, Ine,

No one but g trained television serviee technician should
make any repairs or adjustments except for front panel

tuning adjustments as instructed in this hooklet.

The dealer who <old you this instrument will arrange
for it unpacking and installation and the procurement
and proper installation of a suitable antenna designed for
use with your new model. He will arrange for you to re-
ceive instruction in the use of the receiver and an explana-

tion of the controls to provide hest reception.

If you experience any trouble or difficulty with its op-
eration, tune in on a different station or turn off the power
and tune in again at a later date, as the canse may have
been in transmission, but if still present call your dealer

who will arrange for service,

DO NOT ATTEMPT TO MAKE ANY ADJUSTMENT
INSIDE THE CABINET.
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RCA VICTOR
INSTRUCTIONS

MODEL 621TS

TELEVISION RECEIVER FOR PICTURES AND

ACCOMPANYING SOUND

The RCA Victor Model 621TS produces high definition pictures with
fine detail and brilliance. Reception of these pictures is easily accom-
plished by following the instructions on pages 4, 5, 6 and 7.

WHAT THE CONTROLS ARE FOR
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BRIGHTNESS

Sets picture bril-
liance.

——— PICTURE

Varies picture
contrast, light or
dark.
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HORIZONTAL OFF.-ON SOUND
Stops picture Turns set on and
moving sideways. off and adjusts

VERTICAL sound volume.
Stops picture
moving up or
down,

Figure 1 —CONTROLS
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STATION
SELECTOR
Selects and indi.

cates channel,

Television station
channel number
appears in  win-
dow.

FINE TUNING

Tunes receiver
for best sound.




OPERATION

Reception of a picture with the accompanying sound from a Tele-
vision Transmitting Station which is broadcasting in your area is a
simple tuning process. The Model 621TS gives station coverage as given

on page 12.

Check to see that the Television Station is on the air at the time you
wish to tune in, and note the channel number of the station. This in-
formation is usually published in newspapers. Program schedules may

also be obtained from the station on request.

STATION LOG

Your dealer will be glad to fill in this log for the stations operating

in your area.

STATION LOG

STAaTION CHANNEL OPEKATING SCHEDULE




TUNING

(a) If the receiver was simply shut off and no other controls have

been disturbed from previous operation:

I. Turn OFF-ON SOUND control slightly clockwise to switch

the receiver on. Then turn one-half turn clockwise for sound

volume.

2. Set STATION SELECTOR so that the desired channel
number is seen in the window.

3. Allow 15 to 20 seconds warm-up period.

Picture Off-On Sound
Brightness

P o |

i) @
Horizontal Station Selector

Vertical

4. If the desired station is broadcasting,

Fine Tuning

music or speech should now be heard and
the FINE TUNING control should be reset for—
best sound quality and elimination of sound bars

in picture, See Figure 8. Adjust SOUND control
for desired volume.

— 5. If necessary adjust the PICTURE control o that
the picture is clear on the screen,

The other controls, being undisturbed from previous

operation, no further adjustments should be necessary.

When shutting off, turn only OFF-ON-SOUND control to
OFF (counter-clockwise).




(b) When other controls have been disturbed and require adjustment,
the following additional steps should be taken. Do not hesitate to
turn the knobs, but do not force them beyond their stops.

After switching on and setting for channel and volume as explained in
“(a)™, 1 to 4, proceed as follows:

5. Turn the PICTURE control fully counterclockwise.

6. Turn the BRIGHTNESS control fully counterclockwise and then

slowly clockwise until light is just visible on screen.

7. Turn the PICTURE control clockwise until activity or
definite form is noted on the screen.

8. Turn the VERTICAL control until the pattern
stops moving up or down, or the moving hori-
zontal black bar disappears.

Picture Off.On Sound
Brightness

e

U 4 4
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Horizontal Station Selector
Vertical Fine Tuning

9. Turn the HORIZONTAL control until a single
stationary image of the pattern or picture appears
on the screen. Then make careful adjustment to elim-
inate bend, distortion or “tear away™ at top of picture.

~10. Adjust the PICTURE control until the picture is suit-
able and if necessary make slight readjustment of BRIGHT-
LI\'ESS at the same time.

11. Adjust FINE TUNING. Tt is possible to obtain sound at three -
adjacent positions of the control. The middle of the three is the
correct tuning position and eliminates any sound bars appearing in
the picture. See Figure 8. After the receiver has been on for some time,
it may be necessary to readjust FINE TUNING for improved sound

quality.
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(¢) To change from one station to another broadeasting in your area.

1. Turn STATION SELECTOR so that the desired channel num-

ber iz seen in the window.

2. Adjust the FINE TUNING control. if necessary, as explained
in paragraph (bh) 11.

3. Adjust the PICTURE control until picture is at its best.

L Adjust the OFF-ON SOUND control to give the required vol-
ume.

The clarity, hrightness and contrast of the picture are controlled by

the BRIGHTNESS and PICTURE knobs.

DETAIL ADJUSTMENT OF PICTURE CONTROLS

The following illustrations and instructions indicate most of the pie-
ture effects likely to oceur during tuning and advise the picture cor-

rections.

CORRECT PICTURE

A test pattern of this type is
usually broadcast for about fif-
teen minutes before the pro-
gram commences. When the
receiver is correctly adjusted,
the pattern is clear and steady
and five distinct shades (black,
dark gray, medium gray, light
gray and white) are discernible
on the central circles.

Figure 2 CORRECTLY ADJUSTED







