SPECIFICATIONS

PICTURE TUBE: 7", Electrostatic Deflection.

INPUT IMPEDANCE:

INTERMEDIATE FREQUENCIES:

Video IF = 25.75 KC.
Andio IF == 21,25 IMC.
Inter-carrier Beat Audio IF — 4.5 MC.

POWER CONSUMPTION :

300 Ohm.

Approximately 100 Watts.

OPERATING VOLTAGE
This receiver is designed to operate
from a 117 volt, 60 cycle AC power outlet.
DO NOT ATTEMPT TO OPERATE THIS RECEIVER ON
DIRECT CURRENT (DC).

INTERLOCK PLUG

This set is vrovided with an interlock
plug which disconnects AC line cord from
chassis when cabinet back is removed.

TUBE COMPLEMENT

Symbol Type Circuit Function

V1 6AU6 Audic IF

V2 6ALS Ratio Detector

V3 6sQ7 Audio Amplifier

v 6ASS Audio Output

') 6ATI6 1st IF

V6 6AUL 2nd IF

V7 6AU6 3rd IF

V8 6ALS Video Detector and AGC
A\ BATI6 Video Amplifier

V1o *5Y3GT Low Voltage Rectifiler
V1la 6SN7GT Sync Separator

V11B = Vertical Oscillator
V12A Synec Amplifier

viz  OSN7GT  pisontal Oscillator
vl 1B3GT/8016 High Voltage Rectifier
V1 6V6GT High Voltage Oscillator
gigg 6SL7GT Balanced Vertical Output
V16 7JP4 7" Picture Tube

V701 64GE RF Amplifier

V702 6J6 Oseillator & lMixer

* Some sets used S5U4G,
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Tube Locations, Top View,

See production changes.

HIGH VOLTAGE WARNING

Operating or servicing this television
receiver with cabinet removed involves
shock hazard. Exerclise normal High Voltage
precautions while working with this set.

High voltages are present throughout
the picture tube focusing and deflection
circuits. No attempt should be made to
make measurements from these points with
ordinary test equipment.

Very carefully follow instructions giv-
en in this manual regarding location of
test points for alignment, for taking volt-
age measurements, or in making oscilloscope
waveform analysis. Do not connect test
equipment across other points in the re-
ceiver unless you are thoroughly familiar
with the circuit wiring and points at
which high voltages are present.

TELEVISION FREQUENCY RANGES

Picture Sound Receiver
Channel Channel Carrier Carrier R-F Osc.
Number Freq. (Mc) Freq. (Mc) Freq. (Mc) Freq. (Mc)
2 ., %4.60 . . L5525 ... %975 ... .. .. .. .. 81l
3 60-66 .. .. . . . 6125 .. .. .. .. . 65.75. ... ....... . 87
4 66-72 ... .. . 67.25. ... ... .. 2175 .. ... . 93
5 76-82 ... .. ... 7725 ... ....... 8175 .. . ... ... .103
6 ....... 82.88 .. ... .. .. . 8325 .......... 8775 ...... .. ...109
7 ... ... .174-180 . .o 175.25 17975 ... ... 201
8 ......180-186 . . o 18L25 185.75. ... .. .. .207
9 ... 186-192 . . . 187.25. ... ... . . 19L75. ... . ... .. 213
0. . L...192-198. .. ... 19325 197.75 ... .. .. ... 219
11 ... 198-204. . ... 199.25. . . . .203.75. .. - 225
12, .. ... 204-210. L.205.25 ... 209.75. ... ....... 231
13........... 210-216 21125 ... ... .. 215.75. ... ... ..... 237
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