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- ANDREA SHARP-FOCUS TELEVISION RECEIVERS -
OFERATING INSTRUCTIONS
FOR
TELEVISION SICGHT AND SOUND AND ALL WAVE & STANDARD BROADCAST RECEPTION
MCDEIS 2F12-8F12

CUARANTEE & Three months' factory guarantee: This ANDREA RADIO set is covered by
REGISTRATION the Stendard Factory Ctarantee adopted by the Radio Manufaoturers’

Association,Inc. Defeots of material or workmanchip not due to misuse,
atmsg, or slterstions will be remedied by your dealer within 90 days after date of
purchase, 3

Ko rugonsibuity 18 sccepted by the compsny for any Shehste-made by
service sgents or dealers for ritting replacement parts supplled free of charge under
Guarantee by the compeny or for any other work.

in the envelope contsining the instruction sheets are the registration
cerds which must be made out by you to validate the Manufacturers' Guarantes.

1. The card marked "Owner's Copy" must be filled in by the television technician
making the installetion. This copy is for your records. Be sure it is signed.

2. The card merked "Desler's Copy" - is a duplicate of the above end must te re-
teined by the deasler who served you.

3. The card bearing the return address of ANDREA RADIO CORP, must be rilled in
and nailed to the mapufacturer by you.

4, This card marked "Distributor's Copy", is to be sent by the dealer to his dis-
tributor to validate his Cuarantee,

WARNING The Mamufacturers' Guarantee is valid only in the event that the Guer-

sntee Registration card #3 iz filled in end mailed to the ANDREA RADIO
CORP. Also, the unpacking snd installstion must be carried out by a conpetent tele~
vision technicisn, and no unauthorized person, et any time, may temper with the asaem-
bly, wiring, adjustments, or oircuits,

This television receiver is & precision instrument and its installation,
with an effective antenna for best picture reception, is & matier of detailed knowledge
and experience, When your authorized television technioisn has made the installation
and demonstrated the receiver to your satisfaction in your home, it is a garrectly safe
and reliable instrument for your entertainment, easy to operate and should only require
occasional servicing or readjustment.

Homever, if you heve any trouble or difficulty with the operation, im-
mediately turn off the power, call in your dealer and do not attempt to make any ad-
justnents which you wero not definitely sdvised to do et the time of installation. Also,
if you wish the instrument to be moved, call your deasler, as read justments may be nec-
ess8ary.

UNPACKING & The unpacking end installing of your 2F12 or &Fl2 receiver, togother
INSTALLING with the installation of a correct antenna for it, should be attempted

only by a trained television technecisn, Your dealer will be pleased to
handle all details of unpacking end installation.

The picture tube is packed in a separate carton snd all labels on the
carton should be read end all instructions carefully followed. It is a high vacuuam de-
vice and is hazardous if handled by anyone not familisr with such apparatus. Moreover,
the picture tube is a very oxfensive part of the television receiver and is easily dam-
aged by inexperienced or careless handling. Should you receive your instrument and pie~
ture tube before the technician arrives to meke the instsllation, keep them both in
thoir casee in a location where they will be safe, and do not pernit anyone to open or
examine or tamper with them,

A location should be carefully planned for your receiver where it cen be
installed by your technician in a level position, convenient to an clcotricel outlet,
and where no bright light will shine directly on the picture screen either in day~-time
or n1éﬂ;t-tme, and where the i1lluminetion can always be convenlently dimmed for picture
reception.




Provision should be made for locating the antenna et & good helight above
the roof with as direct a path snd as easy access as possible for the antenna trans-
mission line to the receiver.

In the event the set is moved to snother lccation, & slight read justment
of the controls in the rear may be necessary. For such cases only, the sketches in fig-
ure 2 give the location and use of each control.

When your receiver is installed end glving good reception, have the ser-
vice engineer, bvefore he leaves, give you & practicel demonstration of how the various
controls function.

FEATURES & ANDREA Sharp-Focus television models 2F12 and €F12 are designed for op-
ACCESSORIES eration on the grecent television picture e&nd spproximate sound bands

between 44 snd S0 megacycles, and to receive radio breadcast reception -
on the standard broadcast band plus the mehun and short wave bands, consisting of all
international foreign short wave channels from 540 to 24,000 kuooxclu, plus sutomatic
station tuning of 6 of your favorite stations on the standard broa cest band, snd mys-
tic ray indicator for sccurate manusl tuning. All these &nd many more advenced engin-
eering design featurcs exe incorporated in a beautifully styled period cabinet in whick
ell operating controls are concenled, Model BFl2 also has en automatic phonograph.

FONER RATING If your television receiver is gluggod into an incorrect current supply
1t Will not operate properly and it msy be seriously domeged. Your deal-
er or power compsny cen tell you what type of current you heve.
The ANDREA 2F12 and 8F12 receivers operate only on 110 to 185 volt, 60
cycle AC current, Make sure your current supply is correct for the instrument before
you plug it into the house outlet or socket,

ANTENNA A television receiving antenna and its installation must conform to much
higher standards than an antenna for reception of internstional short
wave and stendard brosdeast signels because:

1, At the ultrs short wave lengths employed in televieion, intervening obstacles have
a pronounced shielding effect, cousing low intensity s gnols, and often severe
trouble with multi-path transmissiouns. These produce blurring and multi-imege pic-
tures., See picture chart - rigure 20 - rfor effect,

2. The pioture signal is ccmprised of a very wide band or range of frequencies, ell
of which must be received with good efficiency.

3, The discernment of the eye 1s much more critical then that of the ear.

The special ANDREA Teleceptor - picture end sound antenna - Model 66 -
is availeble, FOR BEST RESULTS, IT IS ESSENTIAL THAT THE INSTALLATION BE MADE BY
A COMPETENT TELEVISION TECHNICIAN,

High frequency electric discharges reaching the antenna or receiver will
spoil the picture. Such discharges reaching the antenna or receiver or causaed by igni-
tion systems on gasoline and oil engines and by high frequency electrical apraratus
such as X-ray generators and similar devices used for medical and other purposes, The
effeot of airoraft passing cverhead is to slightly reduce the brightness according to
their proximity. Automobiles neer at hend may produce slashes of l1ight and in certain
cases destroy synchronization in the pilcture. Medieal olectrical equipment is apt to
cause speckled and herringbone bends acrose the pioture.

THE NECESSITY OF THE BEST POSSIBLE INSTALLATION WITH GOOD FERMANENT GROUND
CONNEOTION OF BOTH RECEIVER AND ANTENNA, WITH FULL CONSIDERATION OF ALL LOCAL CONDI =
TTONS . TEUS BECOMES APFARENT AND WE EMPHASIZE THE DESIRABILITY OF HAVING A TRAINED TEL-
EVISION TECHNICIAN MAXE THE INSTALLATION.

A GOOD GROUND A good ground connection from the terminal "G" on the antenna terminal |
NECESSARY board to & cold water pipe or equivalent "good ground" is absolutely
necessary to aveid possible danger from electric shock. This receiver
contains apperatus producing high volteges. No onec but a trained television technician
ghould mske repairs or adjustments to the televiaion apparatus,

This receiver is equipped with two safety lock-in switch devices and
when the back is removed, power is cut off from sll apparstus. The two switcheo are on
the inside of the two u&a panels. No danger 1s possible from the high voltege tele-
vision apparatus unless these two switches are simultaneously pushed in. Under po cir-
cumstances should these switches be tampered with,



HOW YOU Television reception follows the laws governing high frequency wave

RECEIVE transmission and reception. Television waves act in many respects like

TELEVISION 1ight waves. This meens that there sre problems of reflection, diffusion,

PICTURES intensity end interference, all of which affect the reproduction of the
picture.

The receiver antenna should preferadly be at a goed height, without in-
teruption in direct "line of sight™ of the tranamittor ontenns, of the correct type,
and correctly installed, Buildings and other structures may obatruot and refleot the
television wmeves. Automobile ignition systems, diathemmy apparatus in hospitals and
airplanes flying low may all have en adverse errect.

The scanning device and associsted apparatus of the televislon trans-
mitter tranaform the original scene into & myriad of electric impulses and radiate
these in succession, as formed, through the air, The receiver takes the nyriad impulses
- and rebuilds the originsl picture with sufficient rapidity and synchronization to ap-
pear omooth end complete to the human eye.

Television pictures may be compared in certain mays with motion pictures.
The 1llumination in the room should be dimmed - no light close to or falling on the
screen. During the day it will usually suffice to draw the curtains. In motion piotures
approximately 24 successive still pictures are flashed on the screen per second and the
eye sees these &8 & continous picture, In television, tho pictures sre reproduced at 30
per second by reassembling the whole sequence of elements for each picture in 1/30th of

a second.
TELEVISION OPERATION

CAUTION Before the reveiver is turned on et any time, turn weve band Selector
control knodb (Fig.l) to either the 5, I, M, & or P founon. snd rotate
countar-clockmise contrast and br!gh{nesa contrels (Fig.l) all the way.

HOW TO TURK Turn msster Off-on Tone Control knob clockwise (Fig.l) to switch power
RECEIVER ON "on"., Purther rotation varies the tone of the television sound - full
AND OFF AND tone reproduction being with the knobd turned fully counter-clockwise,
CONTROL TONE This knob is the master control knob for turning the entire instrument

»off" or "on"., After sbout 30 seconds, turn the Wave Band Selector knob
(Fig.1) to position "T", This turns the television seotion of tho instrument "on" and
automatically removes the dial illumination, Allow sufficient time for the tubes to
heat before proceeding rurther.

HOW TC CONTROL TELEVISION Turning Volume Control knob (Fig.l) clockwise increases
SOUND VOLUME the television sound volume; counter-clockwise Jecreases
volume,
TELEVISION CHANNEL The television Channel Selector Control (Fig.l) selects
SELECTOR CONTROL SWITCH asutomatically, the desired station and accompanying

gound from which it is deasired to receive television
programs, This knob is marked 1,2,3,4,5 - representingthe first,second, third, etc.
television channel:

CHANNEL 1 - 44-50 NC
v 2 - 50-56 NC
o 3 - 66-72 NC
" 4 - 78-84 MC
S 5 - B4-90 NC

Set the knob to the chennel corresponding to tha television station desired.

FINE TUNING This control is used to obtain best picture reception by eliminating

CONTROL goaslbu distortion from interfering oignale which show & moving ripple

n the picture. Should the control be incorrectly set, picture distor-

tion will result. In most cases this control should be ad justed for cach television
channel by listening to the aceompanying sound until maxizum volume is obtained, using
a medium or low level and noting that the picture is not distorted at this setting.
See picture chart - (Fig.5) illustrates the test chart picture when all controls are
correctly adjusted. (Pig.9) shows the effect on the picture of extraneous interference
that in some cases can be eliminated by a slight read justment of the fine tuningz con-
tr:l. (Fig.10) shows what slso may occur when the fine tuning control is incorrectly
set.,

CONTRAST CONTROL The contrast knod, located in the top panel (Fig.l), regulstes the






