


ELECTRICAL & MECHANICAL SPECIFICATIONS

Picture Size .......... 6-3/16" x 8-1/4"
FREQUENCY COVERAGE AVAILABLE
Radio: Broadcast Band. ... . 640 to 1600 KC ’”

Shortwave Band. ... 9.45 to 11.9 MC
Frequency Modulated Band ...Channel
200 to 300 . .. 88 to 108 MC

Television: Channel Channel Video Carrier Sound Carrier Receiver Osc.

Number Freq. in MC Freq. in MC Freq. inMC Freq. in MC

1 44-50 45.25 49.75 82.55

2 54-60 55.25 59.75 92.55

3 60-66 61.25 65.75 98.55

4 66-72 67.25 71.75 104.55

5 76-82 77.25 81.75 114.55

6 82-88 83.25 87.75 120.55

7 174-180 175.25 179.75 212.55

8 180-186 181.25 185.75 218.55

9 186-192 187.25 191.75 224,55

10 192-198 193.25 197.75 230.55

11 198-204 199.25 203.75 236.55

12 204-210 205.25 209.75 242.55

13 210-216 211.25 215.75 248.55

POWER SUPPLY RATING: at 117 volts, 60 DIMENSIONS: (Cont.)

cycle PR Height Width Depth
Radioposition. ............. 70 watts Shipping carton >

Phonograph position . . . . ...... 82 watts (outside) 47" x 42" x 234

Television position. . ........ 360 watts

AUDIO POWER OUTPUT RATING:

The principal components of the receiver
include: -

Undistorted. . . .. .cve0 000 « « « 4 watts TR-1 Main television chassis, located at
N X I I S Ra e o o Vel /o 1s 0\ 4 e s 8 watts bottom of cabinet,
LOUDSPEAKER: TR-2 Picture chassis, located in ‘‘Swing-a-
- view’’ picture box.
[P et e e lavats 10 Permanent Magnet

Voice coil impedance 3.2ohmsat400 cycles
PICTURE TUBE:

D e ois (e la ke o Fas e e Talte Yo or s olce 10 FP 4
Brightness .......... 50 foot Lamberts

ANTENNA IMPUT IMPEDANCE:

F-M and Television ... 75 ohm, balanced

TR-3 Radio chassis, located in radio tilt-out
bin at right side of cabinet front.

Record Changer-located in pull-out drawer at
left front of cabinet,

TUBE COMPLEMENT:

Main Chassis (TR-1)

(1) 7F8 Converter
WEIGHT: (2) BACT 1st, IF. Amplifier
e (3) 6ACT 2nd Video IF. Amplifier
Receiver, less cathode-ray tube (4) 6ACT 3rd Video IF. Amplifier
...................... 221.5 lbs. (5) BACT 4th Video IF. Amplifier
Shipping weight . . .. ......... 283 lbs. (6) 6SNTGT Video Cathode Follower &

Phase Inverter

-

DIMENSIONS: (7) 6SGT7 2nd Sound IF, Amplifier
S Ty Height Width Depth (8) 6SGT 3rd Sound IF. Amplifier _\%
s " £ (9) 68G7 4th Sound IF. Amplifier o
Cabinet (outside) 44" x 374 x 18} (10) 6H6 Sound Detector —



TUBE COMPLEMENT

(11) BSN7GT
(12) 6SN7GT
(13) 6SN7GT
(14) 6H6

(15) 6SN7GT
(16) 6BG6G
(17) 6AS7G
(18) BV6GT
(19) 1B3GT
(20) 5U4G

: (Cont.)

Pulse Inverter & Bias Rectifier
Vertical Deflection Oscillator
Vertical Deflection Output
AFC Detector
Horizontal Deflection Oscillator
Horizontal Deflection Qutput
Horizontal Deflection Damper
High Voltage Oscillator
High Voltage Rectifier
Power Supply Rectifiers

(2 tubes)

Picture Chassis (TR-2)

(21) BACT Video Amplifier

(22) 8SNTGT DC Restorer & Cathode
Follower

(23) BSNTGT 1st Sync Separator & Sync
Amplifier

(24) 6V6GT 2nd Sync Separator

(25) 10FP4 Picture Tube

Radio Chassis (TR-3)

(26) BACT 1st AM Mixer & FM Mixer

(27) 7F8 1st & 2nd AM Osc. & FM Osc.

(28) 6SG7 2nd AM Mixer & FM IF, Ampl.

(29) 6SG7 IF, Ampl. AM, & 2nd IF. Ampl.
FM.

(30) 6H6 FM. Detector

(31) 6SQ7 AM. Det.-AVC-1st AF. Ampl.

(32) 6V6GT Output

(33) 5Y3GT Power Supply Rectifier

RADIO-INTERMEDIATE AND OSCILLATOR
FREQUENCIES:

Broadcast Band: 1st & 2nd I.F
167.5 KC

5825 and

1st Oscillator
2nd Oscillator
Shortwave Band 1st & 2nd LLF.. . .
and 167.5 KC

1st Oscillator
2nd Oscillator

6365 to 7425 KC
5992.5 KC
. 5825

..........

........ 14.275 to 17.725 MC
.......... (fixed) 5992.5 KC

F-M Band
Intermediate Frequency. . . ... ... .10.7 MC
Oscillator: . .o iv o, ... 98.7 to 118.7 MC

FREQUENCIES OF THE VIDEO IF.
AMPLIFIER:

Video Carrier ..... 37.3 MC
Adjacent Channel and Sound Trap 38.8 MC
Accompanying Sound Trap..... 32.8 MC
Adjacent Channel Picture Trap.. 31.8 MC

FREQUENCY OF THE SOUND IF. AMPLIFIER:

SoundCarrier . ............ 32.8MC
Sound bandwidth(between peaks) . . 300 KC
VIDEORESPONSE ...... e L i 3 U (s
FOCUS' ................... Magnetic
DEFLECTION: ........ « ++ ... Magnetic

HORIZONTAL SCANNING FREQUENCY:

e e e oL o Olcy el es
VERTICAL SCANNING FREQUENCY:

.. 60 cycles
«essss. 30 cycles
. Interlaced, 525 lines

R ..

FRAME FREQUEI:JCY.
SCANNING:
SCANNING

DI

OPERATING CONTROLS AND THEIR
FUNCTIONS:

Function Switch . . . . Off-Radio-Phono-Video

A0 ) vt e R S A e S s Varies Audio Level
Radio Selector . . . . Selects Broadcast-Short-
wave-FM,

Tone Control . . . Varies Tone & FM,

Horizontal

:‘. ........ Synchronizes Picture
Vertical
Focus.. Sharpens & clarifies detail of Picture
Channel Selector. . .. ... Selects any of eight
Television Channels.
(051110 Y= | g T R s Varies Video Gain
Brilliance. . . .. Adjusts Picture background
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Fig. 2 - Operating Controls






