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ALLEN B. DUMONT LABORATORIES, INC. MODEL RA=-105
1.0 INTRODUCTION

1.1 DESCRIPTION OF SET Two chassis incorporating the necessary circuits for F.M.

and T.V. reception are used in all models of the RA-105. These
are referred to in this manual as the Receiver Main Chassis

The Model RA-105 Teleset is produced in the following

styles: (Fig, 1) and the Flyback Power Supply (Fig. 2). In the
PICTURE Colony Model a separate chassis (Fig. 3) for reception of
CABINET SERVICES TUBE SPEAKER A.M. is used. An automatic record changer is included in this
model.
Stratford (Table top) FM & TV 15 inch 6 inch

An external record player may be used with the Stratford,
Westbury (Console) FM & TV 15 inch 12 inch Westbury and Whitehall if so desired. A jack at the rear of
Whitehall (Console) FM & TV 15 inch 12inch  the main receiver chassis, and the Phono position of the Ser-
Colony (Console) AM, FM, 15 inch 12 inch  vice Selector Switch makes this possible.
TV & Phono TUBES USED IN RA-105

Tube Receiver Main Chassis

Symbol Tube Type Tube Function (27 Tubes) Tube .

Symbol Tube Type Tube Function
V1ol 6J6 RF amplifier V221 6SN7 GT Vertical deflection amplifier
V102 GAKS Mixer V222 5U4G Low voltage rectifier
V103 6J6 VHF oscillator V223 5U4G Low voltage rectifier
V201 6AGS5 1st Video IF V224 6AC7 Reactance Tube
V202 6AGS 20d Video IF FLYBACK POWER SUPPLY CHASSIS
V203 6AGS5 3rd Video IF V401A 1,/&12AU7(7 Tu}blisrzzontal saw maker
V204 6AL5 Vid":ge('i“g’i‘o;:" V401B 1512AU7  Relay control
V205 6AGS Lst Video ampliﬁier V402 6BG6G Hfmzontal Sweepl ?mphﬁer
V206A 1512AU7 2nd Video amplifier Xﬁ :ﬁgﬁzzgig ﬁ:ﬁ: ::i::: ;;mu:::
Y206B 1512AU07 DC Restorer
V207 6K6GT/G  3rd Video amplifier M SViG Damper "
. V406 6X4 Negative voltage rectifier
V208 15AP4 Picture Tube V407 6X4 Negative voltage rectifier
V209 6AT6 Automatic Gain Control A M TUNER CHASSIS (Colony only)
V210 6AU6 1st Sound IF (4 Tubes)
V211 6AU6 20d Sound IF V501 6BAG AM RF amplifier
V212 G6AUG6 3rd Sound IF and limiter V502 6BE6 AM Converter
V213 6GALS5 Sound discriminator V503 GBAG AM IF
V214 GAL7 GT Tuning indicator V504 6507 AM Detector and AVC
Vvais 6ATG6 1st Sound amplifier 1.2 ELECTRICAL CHARACTERISTICS Colony
V216 6V6GT/G  2nd Sound amplifier  Stratford, Westbury, Whitehall Average Power Ratings
v217 6AGS5 Sync clipper Average Power Ratings (Line Voltage ... 117 Volts A.C.)
V218 6ALS Sync Discriminator ~ (Line Voltage .. . 117 Volts A.C.) Tele: 300 Watts
V219 6K6GT/G  Horizontal oscillator Tele: 300 Watts FM: 195 Watts
V2204 146SN7 Vertical buffer FM: 195 Wacs Fhono: 215 Watts
V2208 156SN7 Vertical saw generat Phono: 195 Wats “All Modere
generator All Models

Audio Power Qutput: 2.5 Watts
Picture Size: 915 x 1234 inches
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