MODEL 805 MODEL 806
h MODEL 807
MODEL 809
SPECIFICATIONS
805 806 807 809 PICTURE SIZE: Model 805, 806, 807, 809 1 5%
. 11 1. "1 - Sl - Early.................. 81% in. x 6345 in.
OVER-ALL Height 141} in. 178 in. 17{in. 351 in. 17 13 .
DIMENSIONS: | Width 113 in. 1315in. 1315in. 20 in. Model 806, 807, 809 Late. . 974 in. x 775 in.
Depth 201!4 in. 197§ in. 1974 in. 21§ in.
TUBES: SYMBOL PURPOSE TYPE
ELECTRICAL Frequency...................... ??scycles Vi R-F Amplifier 6AU6
RATING: Voltage . . . ...... ..., lsvo. ac V2 R-F Amplifier 6AU6
Watts. . . ... w. (W version) 6AGS
V3 Converter-Oscillator 12AT7
INTERMEDIATE Video. . .. ... 26.3 mc V4 | 1st I.F Amplifier 6AU6
FREQUENCIES: Audio. . ... 4.5 mc V5 | 2nd I-F Amplifier 6AU6
V6 3rd I-F Amplifier 6AU6
v7 Video Detector, D-C
AUDIO POWER Undistorted . . . ..................1.0 watt Restarer and Clipper 6ALS
OUTPUT: Maximum. . . ................. .2.0 watts v8 Video Amplifier 12AU07
V9 Picture Tube (Model 805)| 10BP4
X V9 Picture Tube (Models
LOUDSPEAKER: Type. ..ooovvvenn.. Electrodynamic or PM 806, 807, and 809) 10FP4
| (see production changes) V10 | Vertical Multivibrator
Cone Diameter (805, 806, 807).... 4 inches ) and Sweep Output 12SN7GT
) ) (809), . ........... 10 inches V1l | Phase Inverter and )
Voice Coil Impedance @ 400Cycles. 3.2-ohms Clipper (early and “T”
versions) 12SN7GT
Picture Sound V12 | AFC and Hé)r. Sweep
. L Selector | Frequency . . Generator (early and
R-F FREQUENCY Switch Range Carrier Carrier “T* versions) 12SN7GT
Position MC Frequency| Frequency V13 | Hor. Sweep Output 19BG6-G
MC MC V14 | Hi-voltage Rectifier 1B3GT/
8016
No. 2 54-60 55.25 59.75 V15 | Damper (“Early” ver-
No. 3 60-66 61.25 65.75 sion); S 25Z26GT
No. 4 66-72 67.25 71.75 Damper (“T” “U” and
No. 5 76-82 77.25 81.75 W version) 25W4
No. 6 82-88 83.25 87.75 V16 | Audio I-F Limiter and
No. 7 174-180 | 175.25 179.75 Amplifier 6AU6
No. 8 180-186 | 181.25 185.75 V17 | Ratio Detector 6ALS
No. 9 186-192 187.25 191.75 V18 | 1st Audio Amplifier 6SQ7
No. 10 192-198 | 193.25 197.75 V19 | Audio Output .| 25L6GT
No. 11 198-204 | 199.25 203.75 V20 | Sync Inverter and Clip-
No, 12 204-210 205.25 209.75 PCI”Sién)U and “W 6SLIGT
.13 210-216 | 211.25 215.75 ver
No V21 | Hor. Control & Oscillator
(uUu and “W” ver-
- sion) 12SN7GT
ANTENNA: Type.......... Folded dipole, or equivalent V22 | AFC Disc (“U” and
Impedance. .. .................. 300 ohms “W” version) 6ALS

CAUTION NOTICE

The regular B+ voltages are dangerous and precaution should be observed when this chassis is removed from its cabinet for service
purposes. The high-voltage supply (9000 v.) at the picture tube anode will give an unpleasant shock but will not supply enough current to
give a fatal burn or shock. However, secondary human reactions to otherwise harmless shocks have been known to cause injury. Since

the high voltage is obtained from the B+ supply, certain portions of the high-voltage generating circuit are dangerous and extreme pre- .
cautions should be observed.
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