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FRONT END

The front end is a separate sub-chassis of the receiver. Mounted on this
chassis are the RF amplifier, converter and oscillator, bandswitch, all RF and
oscillator coils and the converter plate coil. Referring to the schematic dia-
gram, it will be noticed that there are three double triodes available in the
front end, One section of each triode is used for high band tuning, and the
other section of each triode is used for low band tuning. The switching com-
Ilprises a changeover in the B plus and antenna coils. The two bands are other-
wise completely independent.

|
With the chassis inverted and the tuning dials facing the operator, all compon- l
ents on the left side of the front end are associated with the low band and all ‘
components associated with the high band are located on the right side WITH THE |
EXCEPTION OF THE LOW AND HIGH BAND ANTENNA TRIMMERS TI and T3 WHICH ARE INVERTED
IN THEIR LOCATION. The antenna terminates in a band-pass transformer for the

low or high band respectively and is switched to the proper transformer when the
bandswitch is set to the desired band. The trimmers TI and T3 adjust these
circuits. Tuning in the plate circuit of the RF amplifier and grid circuit of the
converter is accomplished through a band-pass transformer which is continuously
tuned by means of the 3 gang variable condensers located on the top of the

chassis directly above their respective coils. The low band interstage trans-
'former is aligned by iron slug S2. The high band interstage transformer is align
ed by iron slug S4 and trimmers T4 and TS5. The RF oscillators are of the tick-
ler feedback type, tuned over the bands by means of the rear sections of the
variable condensers. The low band oscillator is adjusted by brass slug SI and
trimmer T2 and the high band oscillator by brass slug S35 and trimmer T6. The
converter plate circuit, common to the low and high band, consists of an RF choke
in parallel with the converter coil S5 which is mounted to the left of the band-
switch in a horizontal position,

RICTURE I,F, AMPLIFIER AND DETECTOR

The picture I.F. amplifiar is of the conventional stagger tuned type. Its un-
usual feature for a set in this price range is the use of four stages of I.F.
amplification., In order to obtain proper band-pass characteristics, the picture
I.F, coils are tuned as follows:

1. Converter coil - 23.5 Mc (iron slug S5)

2, First picture I.F. coil - 25.6 Mc (iron slug S8) l
3. Second picture I.F., coil - 22 Mc (iron slug S7) .

4, Third picture I.F. coil - 21.6 Mc (iron slug S8)

5. Fourth picture I.F. coil - 2¢.8 Mc (iron slug S9)

To align the I.F. sys-ten, the coils are peaked to the specified frequency with an
unmodulated signal generator. The over-all I.F, response is then observed by use
of thp sweep generator and oscilloscope.

TRAP CIRCUIT

In order to avoid sound carrier interference in the picture, a sound trap is in-
corporated. It is aligned by iron slug S10 to a frequency of 21.25 Mc to absorb
excessive sound energy.

| BICTURE SECOND DETECTOR

The detector is a germanium crystal rectifier (1N34) and is contained in Video
Detector Can Assembly 279-37.

©John F. Rider
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CONTRAST CONTROL

This control varies the bias on the RF amplifier and on the first, second, and
third I.F, amplifiers. When the contrast control is in the maximum gain posit-
ion, the bilas is close to zero volts.

VIDEO AMPLIFIER

This stage is conventional, has a gain of approximately 20 times and a flat fre-
quency response up to 3.8 Mc.

- C TOR -~ D,C ORER

The sharp cut off pentode (6AU6) used in this circuit discharges a triple func-
|tion. First, the synchronizing signals are picked up across the load resistor
of the video amplifier and amplified. Second, the amplified signals are applied
through differentiation and integration networks respectively to the horizontal
and vertical saw tooth generators. Finally, since this amplifier works in Class
AB to AB2 the DC component in the cathode circuit changes with the peak to peak
amplitude of the input signal. Since the magnitude of these peaks represents the
DC information, the D.C. voltage drop across all or part of the cathode resistor
'is equivalent to this DC component. Therefore, connecting the kinescope grid to
Etha cathode resistor of this stage, reinserts the DC component properly.

!
' VERTICAL OSCILLATOR AND OUTPUT CIRCUIT

The function of these circuits is to generate a saw tooth voltage of the proper
frequency to perform the vertical scanning. A 12SN7GT dual triode with its
associated components form a multi-vibrator and discharge circuit. As can be
seen on the schematic diagram, the vertical multi-vibrator circuit is fed from
the positive going power supply. It is followed by a balanced output stage
(12SN7GT). The cathodes of the output stage are returned to the negative going
power supply and the plates to the positive going power supply which, due to the
increased plate voltage available, generates a sufficiently large saw tooth
voltage to drive the vertical deflection plates of the kinescope. The vertical
hold control is located in the grid circuit of the second multi-vibrator triode
and controls frequency by changing its time constant. The vertical size control
congists of a rheostat that permits changing of the plate load of the second
multi-vibrator triode. Linearity of vertical sweep is maintained through a feed-
back circuit in the input of the vertical amplifier, consisting of two 1500 mmf.
condensers and a 1.2 megohm resistor. If the vertical linearity should at any
time ne less perfect than desired, an increase or decrease in the value of the
above mentioned resistor of 1.2 megohms will restore it to perfectionm,

HORIZONTAL 0SCI OR 0 CI

The horizontal saw tooth voltage iz generated in a multi-vibrator circuit whose
cathode is tied to the negative going power gupply and whose plate is returned
to ground. The frequency is adjusted by a variable resistance in the grid cir-
cuit of the second multi-vibrator triode. The size of the horizontal raster is
controlled by a trimmer T8 across the multi-vibrator output. The horizontal
output stage is a baslanced amplifier connected between the positive golng and
negative going power supply. This supplies a total plate voltage of approx-
imately 220 volts which, in connection with an inductive plate load in one of
'the amplifier tubes, generates sufficient voltage to drive the horizontal
deflection plates.

©John F. Rider
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fier is used together with the aforementicned trimmer T8 to set horizontal line-

GH VO E _POWER SUPPLY

The high voltage power supply of a radio frequency oscillator (25L6GT) and a high
voltage rectifier (1B3GT). The rectifier and the oscillator coil are enclosed, in
a shield can on top of the chassis. RF feedback is accomplished by using a spri
slip around the glass envelope of the rectifier tube. This clip should be located|
adjacent to the base of this tube for best operation. The plate voltage of the
oscillator is supplied from the negative going power supply ahead of its filter
lcircuit, filtering taking place after rectification of the radio fredquency. If a
component should be found in the raster, it may be dus to the opening of a
ilter condenser in the cathode circuit of the high voltage rectifier. However, a
hum component may be introduced if the coupling condensers from the horizontal
plifier to the deflection plates are of unequal value., If a replacement of =
hese cendensers should be necessary, check carefully to obtain a pair that do no
eviate more than 50 mmf. in value from each other.

\'AY)

E P Y
here are two rectifier circuits that supply the B voltage for the receiver. One
'has a polarity positive with respect to chassis, the other a polarity negative
with respect to the chassis. The positive going supply feeds all the tubes in the
receiver except the sync. amplifier, the horizontal multi-vibrator and the high
voltage oscillator. The negative going supply feeds the stages excepted above and
the cathodes of both sweep amplifiers. Furthermore, this power source is used to
obtain bias voltages for the receiver. The speaker field is used as a filter
choke for the positive going supply. The filaments of all tubes are connected in
two series strings as shown in the schematic diagram,

ALIGNMENT PROCEDURE

TEST EQUIFMENT

To properly service this receiver, it is necessary that the following test equip-
ment be available:

l. RF sweep generator Frequency ranges

a) 20 to 27 MC b) 50 to 90 Mc (at least 10 Mc sweep width)
c¢) 170 to 225 Mc (at least 10 Mc sweep width)

Output must be adjustable to a maximum of 1 volt
Cathode Ray Oscilloscope

Preferably one with & wide band vertical deflection, an input
celibrating source and a low capacity probe,

Signal generator to provide frequencies in the following ranges:

a) 4.4 to 4.6 Mc D) 20 to 27 Mc e¢) 52 to 90 Mc
d) 172 to 219 Me

©Jonn F. Rider



TV PAGE 2-6

4, Vacuum tube voltmeter and high voltage multiplier probe for use with
this meter to permit measurements up to 3000 volts,

SERVICE PRECAUTIONS

If a defect in this receiver cannot be remedied by the use of the controls
accessible at the rear of the cabinet, the cover will have to be removed. To do
this, first pull the line cord back in order to disengage the interlock plug. Then,
remove the four bottom screws that hold the cover and the screw and clamp in the
rear that hold the line cord. The cover then can be easily taken off,

When replacing the cover after servicing the receiver, remember to engage the inter-
'lock plug fully before reinserting the screws to nold the cover,

ADJUSTMENTS REQUIRED

Front end - Normally only the RF oscillator coils will require the attention of
the service technician. All other circuits are very broad and will therefore
only rarely require readjustment. If a realignment should be needed, only those
thoroughly familiar with very high frequencies and sweep generators should
attempt it. In this case, write for further information. The oscillator coil
adjustments are critical and may be affected by a tube change. Low band, as well
'as high bend oscillator, are aligned by a trimmer and padder like a normal AN
receiver,

A.) Low band

Switch band selector to the low band, engage variable condenser com-
pletely. Then, tune slug S1 until the frequency of the oscillator
equals 80 Mc. Disengage variable condenser completely and adjust
trimmer T2 for an oscillator frequency of 110 Mc. Repeat this pro-
cedure several times to check accuracy.

B.) High band

Throw the band selector switch to high band.. Engage the variable
condenser fully and adjust slug S3 until the oscillator frequency equals
200 Mc. Disengage condenser completely and adjust trimmer T6 to an
oscillator frequency of 239 Mc. Repeat procedure several times.

The detailed alignment procedure which follows is intended primarily as a dis-
cussion of the method used, precautions to be taken and the reasons for these
precautions. Then, for more convenient reference during alignment, a tabulation
of the method is given, All the information necessary for alignment is given

in the table., However, alignment by a table should not be attempted before
reading the detailed instructions,

0 0 IG

When a complete receiver alignment is necessary, it should be performed in the
following order:

A.) Set high voltage trimmer T7 so that DC voltage at cathode of rectifier
(1B3GT) reads 2500 volts at 117 volts line voltage after a 30 minute
warmup period.

© John F. Rider






