'CHASSIS KC-3A

Operation Model TRK-5

The power-volume control on the broadcast radio receiver
turns on the power for the complete receiver. Pushing the
button marked “Television™ on the push button panel turns
on the Television receiver, if the above power control is
“On." The volume control of the broadcast receiver also
controls the Television sound volume level.

Station Selector and Fine Tuning.—The outer ring “O"
section of the central dual control knob on the Television
panel selects the station from which it is desired to receive
television transmission.

Five television channels are covered as follows:

(1) 84to 90 M.C.
(2) 78to B4 M.C.
(3) 66to72 M.C.
(4) 50to 56 M.C.
(5) 44to 50 M.C.

Set the station selector to the number corresponding to
the frequency of the station from which it is desired to
receive Television Broadcasts.

The inner section “I** of this knob is used for fine tuning
and may eliminate moving ripples or distortion if due to in-
terfering radio signals. A slight  inward pressure must be
exerted on the knob while turning.

Before the Television portion of the receiver is turned

controls completely counter-clockwise to reduce the illumina-
tion of the spot which appears on the Kinescope before the
sweep circuits have started functioning.

Contrast and Brightness Controls.—The inner section
of the “Contrast™-"Brightness” controls is the “Contrast™
control and varies the black and white tones of the picture
being received. Too little contrast makes the picture all
half-tones or grays. Turning clockwise increases contrast from
grays, to olack and white.
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The outer ring "O" 1s the Brightness Control and affects
the average illumination of the picture. Turning clockwise
increases the brightness.

Hold Controls.—The dual knobs on the Television panel
marked “Horizontal” and “Vertical” Hold, control the pic-
ture stability. The inner section designated by a **|"" is the
Horizontal Hold Control and when being set should be
turned slowlv to the point at which the picture “locks in™
horizontally.

The outer nng section designated by “{' is the Vertical
Hold Control and when being set should be turned to the
point where the picture “locks in" vertically.

These two controls on this dual knob should not ordi-
narily require readjustment after good picture reception has
once been obtained. An accasional resetting may be neces-
sary due to changing to a different station, and to the gradual
ageing of the tubes.

Focus Control.—This control is located on the rear of the
Video chassis, and controls the electron beam focus of the
Kinescope. Ordinarily, after once being focused the Kine-
scope should not require re-focusing for a considerable length

of time.
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Figure 1—Control Pancl Model-TRK-5
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“ON" it is advisable to turn the Brightness and Contrast
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Operation Model TT-5

The operation of Model TT-5 is the same as that for the
Model TRK-5 except that there is a separate “ON-OFF"
switch, and a separate sound volume control because the
broadcast radio receiver is not included in this model. When
Model TT-3 is connected to a broadcast receiver for the
Television sound reproduction, the broadcast receiver volume
control should be turned to maximum and the Television
aoungl volume controlled with the control on the Television

eceiver.

CONTRAST 1™~ _STATIONOSELECTOR ,HORIZONTAL HOLD'I
BRIGHTNESSO, ] / VERTICAL HOLD'O"

\ ) S )/ ] !
0. O @O
i -, ~-
= VA | L]
FINE TUNING™IT
sorY . Louo o'rs‘.o‘n

VOLUME CONTROL POWER SWITCH
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Figure 3—Kwmmescope Installation

Kinescope Installation Models TRK-5, TT-5: Refer to
figure 3.

1. Remove back cover from cabinet.

2. Remove Kinescope mounting shield from shipping
carton.

3. Using gloves and goggles remove Kinescope from
shipping carton and place in the cone-shaped mount-
ing shield.

4. Guide the Kinescope and mounting shield carefully
into the cabinet, placing the Kirescope fitmly up
against the mask and viewing window. Fasten the
mounting shield firmly in place with the thumb screw
provided, so that it holds the Kinescope firmly against
the mask. If the Kinescope does not line up properly
with the mask, loosen the screws “A" and nut “B"
and adjust in the direction desired.

5. After the receiver is operating, the Kinescope may be
rotated to properly square up the picture with the
mask.

CAUTION: When rotating tube the power ‘should be

turned “OFF.”

Adjustments.—There are a series of screwdriver slot ad-
justments at the rear of the Video chassis used to obtain the
proper picture size and centering. These adjustments are
explained fully in the receiver operating instructions.

When the receiver is moved from one location to another,
some readjustment of these controls may be necessary.
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For test patterns see back of Manual






