MODEL 705—TELEVISION SOUND AND VISION AND SIX-VALVE FOUR-WAVEBAND RADIO RECEIVER

Model 705 will appeal to the connoisseur not only as the last word in combined television and broadcast receivers, but also as a dignified and beautiful piece of furniture. It incorporates a four-waveband all-world broadcast receiver of the latest design, and the picture, which is 10 ins. by 8 ins., is visible over a very wide angle. In picture-excellence and general performance it is unsurpassed (For A.C. only) 80 Gns.

The above price does not include the cost of the necessary aerial and installation.

For details of these incidental charges consult your local Mercury Man.

+ HIRE PURCHASE TERMS AND TECHNICAL DETAILS ARE GIVEN ON PAGE 14 +

MODEL 705 COMPRISES:

(a) A Television Receiver for pictures transmitted by the 525 line, 30 frames per second, interlaced Marconi-B.M.T. system on 43 megacycles (6.57 metres), together with the sound accompaniment on 41-5 megacycles (6.43 metres).

(b) A Four Waveband Radio Receiver covering: 15-7-13 metres, 20-145 metres, 315-350 metres, 255-320 metres. A High position of the waveband selector admits all channels for television "sound..."

THE VISION EQUIPMENT comprises:

The Sound Tube Unit and fittings.

The Vision Receiver Unit.

The Synchronising Unit.

The Power Pack.

The Picture Size is 10 ins. by 8 ins.

The Television Controls, grouped in the left of the top board, are: Line Hold Control, Focus Hill Control, Brightness Control, Sensitivity Control, and Contrast Control. To the right of these is a Sub-Control Panel of four preset controls, which are adjustable in installation.

The Radio Controls on the right of the tuning scale, are (from front to rear): Treble Tone Control, Bass Tone Control, Treble and Bass Frequency Control, Windlass Switch and Volume Control.

The Master Switch is located between the tuning scale and the front of the instrument.

The Cabinet is of a figured walnut finish, embellished with bands of straight-grained walnut. Dimensions are: Height 394 in., Width 37 in., Depth 19 in.

Extra, Speaker Sockets and Switches are provided.

Pick-up Sockets are also included. The pick-up is controlled by the Master Switch.

Voltage Range and Frequency: 200-250 volts A.C., 50 cycle.

Mains Consumption: Television, 350 watts; Radio, 90 watts.

PRICE 80 GUINEAS

<table>
<thead>
<tr>
<th>Total F.P. Price</th>
<th>Minimum Deposit</th>
<th>No. of Monthly Payments</th>
<th>Instalments</th>
</tr>
</thead>
<tbody>
<tr>
<td>£314 10 0</td>
<td>£28 0</td>
<td>12</td>
<td>£28 0 6</td>
</tr>
<tr>
<td>£290 5 0</td>
<td>£25 0</td>
<td>19</td>
<td>£27 10 6</td>
</tr>
<tr>
<td>£240 6 0</td>
<td>£20 0</td>
<td>23</td>
<td>£20 10 6</td>
</tr>
</tbody>
</table>