MODEL 71l » CONSOLE MODEL TELEVISION SOUND AND
VISION RECEIVER FOR A.C. MAINS

INCORPORATING 10-inch EMISCOPE TUBE

Incorporating exclusive Marconiphone improvements in
connection with television frequency amplification, this fine
console gives the very best picture values and particularly
good tone gradations. The high sensitivity of the receiver
ensures perfect results anywhere within the recognised
service area. The cabinet is beautifully finished in con-
trasting shades of walnut, with the screen face sloping
slightly backwards to ensure the correct viewing angle.

ABRIDGED TECHNICAL SPECIFICATION

Picture size 6§ in. x 81 % Simplicity of adjustment % Only four
controls at front comprising (L 1o R): Combined Volume
Control and Onfoff Switch; Focus; Contrast; combined
Brightness Control and Vision On/off Switch % Auxiliary and
pre-set controls are at back, the former (accessible vathout
back being removed) comprise: Tone (sound); Line Hold;
Noise Suppressor and Frame Hold, The pre-set controls (not
accessible without back being removed) comprise : Height;
Width and Frame and Line Linearity % Close-fitting liaht-
coloured screen mask % Single chassis % Efficient noise
suppressor % High sensitivity % Stable electro-magnetic focus
* High quality sound broadcast only switch % Provision for
extra amplifier % Rock-steady synchronisation % True Marconi
interlaced scanning % Sound and Vision pre-tuned % Rated
sound output § watts * Cabinet size: Height 38} in,, Width
18 in,, Depth 193 in,, * Voltage range and frequency: 200-
250 valts AC,, 80 cycles % Maing consumption ; Sound and
Vision 215 watts : Sound only, 107 watis,

PRICE 3 6 GUINEAS

(Nor including Aerial and fustallation)

HIRE-PURCHASE TERMS

Total H.P. Prico | Minimum Deposit N°,-,:§m"‘°“on‘g"" Instalments
£41 5 8 £315 8 12 2328
£42 18 © £315 8 18 £2 3 8
244 11 8 2315 8 | 24 £114 0
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Courtesy of Dave Newman



